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  EN 

DECLARATION OF PERFORMANCE 
according to Annex III of Regulation (EU) No. 305/2011 

(Construction Products Regulation) 

 
 
1. EN: Unique identification code of the product-type:  
  
 EN: Loose-laid Semi Rigid Multilayer Modular Flooring 
 Thickness: 4.8 mm – Density: 2000 ± 200 kg/m3 
 

 
2. EN: Intended use or uses of the construction product, in accordance with the applicable 

harmonised technical specification, as foreseen by the manufacturer: 
 
 EN: Intended for use as floor covering within a building (EN 14041) 
 
 
3. EN: Name, registered trade name or registered trade mark and contact address of the 

manufacturer as required pursuant to Article 11(5):  
 
 Aspecta BV, Argon 37A 4751XC Oud Gastel, Nederland 
 
 
4. EN: Where applicable, name and contact address of the authorised representative whose 

mandate covers the tasks specified in Article 12(2):  
 
 EN: Not applicable 
 
5. EN: System or systems of assessment and verification of constancy of performance of the 

construction product as set out in Annex V:  
 
 EN: System 3 
 
 
6. EN: In case of the declaration of performance concerning a construction product covered by 

a harmonized standard:  
 

EN: Notified Body No. 1611 (Universiteit Gent, Vakgroep Textielkunde, Belgium) 
performed determination of product type under system 3 of EN 
14041:2004/AC:2006 and issued Type Examination Certificate No. 17-0897 of 8 
August 2017 

 
 
7. EN: In case of the declaration of performance concerning a construction product for which a 

European Technical Assessment has been issued:  
 
 EN: Not applicable 
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8. EN: Declared performance 
 
 
 

EN: Essential characteristics EN: Performance EN: Harmonised technical 
specification 
 

EN: Reaction to fire / Durability of 
reaction to fire 
EN 13501-1:2010 

Bfl-s1 EN 14041:2004/AC:2006 

EN: Release of formaldehyde 
EN 717-1:2005 

E 1 EN 14041:2004/AC:2006 

EN: Slip resistance 
EN13893 

DS EN 14041:2004/AC:2006 

EN: Water-tightness NPD  
EN: Thermal conductivity 
EN 12664:2001 

NPD EN 14041:2004/AC:2006 

EN: Electrical behaviour 
EN 1815:2011 

NPD EN 14041:2004/AC:2006 

EN: Content of Pentachlorophenol NPD EN 14041:2004/AC:2006 
 
 EN: Where pursuant to Article 37 or 38 the Specific Technical Documentation has been 

used, the requirements with which the product complies:  
 
 EN: Not applicable 
 
9. EN: The performance of the product identified in points 1 and 2 is in conformity with the 

declared performance in point 8.  
 
 This declaration of performance is issued under the sole responsibility of the manufacturer 

identified in point 3.  
 
 Signed for and on behalf of the manufacturer by:  
 
 
 
 
 M.O.M. Kies / President 
 (Name und Title) 

 
 

 Oud Gastel, 2nd November 2020  ….……………………………………………. 
 (Place and date of issue)  (signature) 
 


